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LARGE ALUMINUM ELECTROLYTIC CAPACITORS
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LARGE ALUMINUM ELECTROLYTIC CAPACITORS

·Long life than HK series
·Load life of 5000 hours at 105°C
·Complied to the RoHS directive

Wide Temperature Range, Miniaturized, Long Life
SeriesHL

Item                                                                                           Characteristics
Operating temperature range
Capacitance tolerance
Leakage current max. 

Dissipation factor max. 
(at 120Hz, 20°C)

Load life
(after application of the rated
voltage for 5000 hours at 105°C)

Shelf life (at 105°C)

WV 350 : -40 ~ +105°C, WV 350 : -25 ~ +105°C
±20% (20°C,120Hz)
I=3 CV (μA) (after 5 minutes)

Rated Voltage(V)
tanδ

160
0.15

200
0.15

250
0.15

350
0.15

400
0.15

450
0.2

Capacitance change
tanδ
Leakage current

Within ±25% of initial value
Less than 250% of specified value
Less than specified value

PC Board
Mounting Holes

● Terminal

10

Bottom plate

Safety vent

Insulating sleeve

●Terminal

2-Ø2±0.1

Ø
D
+

1 
m

ax
.

L+2 max.

0.8±0.1

1.5±0.1

0.8±0.1

6.0±1

10±0.2

6.0±1 U(4.0±0.5)

＋

－

● DRAWING Unit : mm

HL series

● DIMENSIONS & MAXIMUM PERMISSIBLE RIPPLE CURRENT
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ØDμF
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Case size ØD×L (mm)

Ripple current (Arms) at 105°C, 120Hz

After 1000 hours no load test, leakage current, capacitance and tanδare same as load life value.


